
GUTTER 2

COMPACTED EXISTING GROUND 

95%STANDARD COMPACTION.

RB9 mm. @150mm.

SEE DETAIL STEEL GRATING. (HEAVY DUTY.)EXISTING ROAD.

 Adjust Slope on GUTTER. 

see detail 

steel grating.

SEE DETAIL 

STEEL GRATING.

slope slope -0.300 (*Varies.)

(*VARIES*)
RL = -0.520

MANHOLE.

RB9 mm.@600

(Shear Key.)

-0.210

DB16 mm.@600 (Shear Key.)

Shear Key RB9mm. @150 mm.
WITH EPOXY ADHISIVE.

PLASTIC SHEET

PLASTIC SHEET

Slope to GUTTER 2 *Varies* Slope to MANHOLE.*Varies*

SEE DETAIL A

DB16 mm.@600 

(Shear Key.)

L-80x80x6 mm.

Increase Height of Gutter ~ 35 cm.

~0.35

Wire mesh 6 mm.
#200 mm.

DB9 mm.@600

(Shear Key.)

80 mm.

726 mm. <Grating.>

736 mm. <Open.>

-0.300 (*Varies.)

SECTION A

SCALE :          1:50

SECTION B

SCALE :          1:75

DETAIL 

1:20
A

COMPACTED EXISTING GROUND 

95%STANDARD COMPACTION.

L-80x80x6 mm.



1,000 mm.

0.10 m.

160 mm.

RB9 mm. 

150 mm.

5,000 mm.

1
0
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0
0
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m
.

see detail
longudinal joint.(LJ)

see detail 
Contraction joint.

/ Transverse joint. (TJ.)

CONCRETE PAVEMENT.

DIMENSION 5X10 M.

WIRE MESH 6mm.
@200 mm.

RB25 @300 mm.

DB16mm. @600 mm.

Expansion joint.(Short Span.)

Expansion joint.
(LongSpan.)

250 mm.

250 mm.

125 mm.

250 mm.

125 mm.
40 mm.
(Covering.)

500 mm.

250 mm. 250 mm.

10 mm. WIDE by

25 mm. DEEP SAWCUT

FILL WITH JOINT SEALER.

25 mm. DEEP SAWCUT

FILL WITH JOINT SEALER.

250 mm.

125 mm.

250 mm.

125 mm.

250 mm.

250 mm.

125 mm.

250 mm.

125 mm.
40 mm.
(Covering.)

10 mm. WIDE by

25 mm. DEEP SAWCUT

FILL WITH JOINT SEALER.

25 mm. DEEP SAWCUT

FILL WITH JOINT SEALER.

250 mm.

125 mm.

250 mm.

125 mm.

WIRE MESH 6mm. #200 mm.
RB25 @300 mm.(L=500mm.) COAT 

WITH BOND BREAKING COMPOUND 

COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

PLASTIC SHEET

PLASTIC SHEET.   

25 mm. COMPRESSIBLE FILLER.

Sugar cane plywood.

(RFA/MAT/015)

CONTRACTION JOINT & TRANSVERSE JOINT (TJ)  

COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

WIRE MESH 6mm. #200 mm.
25 mm. COMPRESSIBLE FILLER.

COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

EXPANSION JOINT (SHORT SPAN.)

PLASTIC SHEET.   

25 mm. COMPRESSIBLE FILLER.

Sugar cane plywood.

(RFA/MAT/015)
COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

WIRE MESH 6mm. #200 mm.

PLAN RC.CONCRETE PAVEMENT.

SCALE :                             1 : 100

RB25mm. @300mm. (L=500 mm.) COAT WITH

BOND BREAKING COMPOUND. & PVC CAP.

WIRE MESH 6mm. #200 mm.
RB25 @300 mm.(L=500mm.) COAT 

WITH BOND BREAKING COMPOUND 

COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

PLASTIC SHEET

PLASTIC SHEET.   

25 mm. COMPRESSIBLE FILLER.

Sugar cane plywood.

(RFA/MAT/015)

CONTRACTION JOINT & TRANSVERSE JOINT (TJ)  

COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

WIRE MESH 6mm. #200 mm.
25 mm. COMPRESSIBLE FILLER.

COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

EXPANSION JOINT (SHORT SPAN.)

PLASTIC SHEET.   

25 mm. COMPRESSIBLE FILLER.

Sugar cane plywood.

(RFA/MAT/015)
COMPACTED EXISTING GROUND 

95% STANDARD COMPACTION. (CBR > 10%)

WIRE MESH 6mm. #200 mm.

RB25mm. @300mm. (L=500 mm.) COAT WITH

BOND BREAKING COMPOUND. & PVC CAP.


